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Self-healing Pavement (SP) - is focused on creating a more environmentally friendly
roading system, this product is ideal for converting an existing gravel road into a solid
layer of pavement. This is well suited to the construction and mining industries!
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SP comes in powder form and is ideal for quickly converting an existing gravel
road into a solid layer of pavement!

SP is a ‘Hygroscopic Soil Cement’ which binds the top surface layer (75 to
100mm) creating a hard wearing solid road with self-healing properties. This
specialised binding technique is suitable left as an un-sealed road that
dramatically reduces ongoing road maintenance costs.

SP also acts as a long term dust suppression system on an unsealed road,
lasting up to 12 months!
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High Tech Self-healing Pavement
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¢ Self-healing, Fast-setting, Reduces dust to PM10 Standards.

* (Can be used on many soil types, Provides safer roads and driving conditions.

* Hygroscopic and strong, used as a pavement modifier, keeps the road moisture content high, can
be topped up when dust appears.
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Once applied to the soil or aggregate, the SP forms bonds between the soil or aggregate particles. The
key advantage of SP is that it is a non-hydraulic setting cement which is compatible with organic
materials. It is also hygroscopic and able to draw moisture into the road pavement for longer than all
other known dust suppressants on the market. SP contains waterproofing agents to create a durable
and water resistant matrix of flexible pavement. Once cured, SP produces a strong, wear resistant
unsealed pavement.
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Carbon Reduction & Savings
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® High Tech products reduce carbon emissions by providing a faster, stronger longer lasting alternative to
conventional construction methods. Our range can stabilise the existing gravel, sand, clay and organic soils.

®* The main benefits of High Tech products is that there is very little energy expenditure on fuel used in
transportation of aggregates, removal of waste material or heating of bitumen emulsion which are the causes
of the largest carbon emissions in the road construction process.

® High Tech can substantially decrease construction time and lower the cost of road construction and
materials, reduce maintenance cycles and significantly reduce the loss of gravel and other expensive
replacement aggregates.

® High Tech further reduces Carbon by minimising the use of asphalt, concrete, cement, lime, bitumen or
bitumen emulsion.
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USRS Mine roads e / " Used at 4-12 kgs per sqm SP will
= EA . 4 suppress dust for six months plus
SHAUSRRAS  Local body counci provide long term road stabilisation.
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EASY TO USE
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Can be applied using the Milled or
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The product remains hygroscopic for
6-12 months keeping the aggregate
moisture levels perfect allowing the
material to continue to compact.
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* Powdered Products —SP

*  Production Limits: None. SP can be manufactured rapidly in unlimited volumes worldwide.

e Prime Material: SPisa "“Prime” material, not blended or recycled.

*  By-Products: SP is not an ultra-filtrate, by-product, off-spec or off-grade.

®  Curing: SP does cure chemically.

*  Cure Time: Initial cure time, see application manuals. Final set 28 days with incremental

* strength gain.

*  Cold Weather: will significantly increase cure time. Not to be applied below 10c.

*  Freezing: SP is unaffected by temperature.

*  Normal Life Span: Indefinitely with maintenance. Graded or Milled 12-24+ months prior to first
maintenance coat.

* Maintenance: can be repaired using more of the same product e.g.; Pothole filling and

*  aggregate overlays.

*  Soil Type: Any. Best with non-plastic materials with a well graded grain size distribution and
fines.

e Rain/ Precipitation: Once applied and cured, SP is no longer water soluble.

*  Grey Water Dilution: SP can be diluted with almost any water including grey water.

* Sea Water Dilution: SP can be diluted with sea salt water.

* Performance Factors: Application rate, soil type, dilution, compaction, traffic, penetration,
climate & others.

* Harmonized Code: The common International Tariff Code for SP is: 2519.90.00.
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